
ARCHITECTURAL REVIEW COM1\'1ITTEE 

REQUEST FOR MODIFICATION 

ROY AL GREENS AT GATEWAY 

Date: ________ _ 

I, ____________________ , hereby request approval by the Architectural Review 

Committee/Board of Directors for the modification shown below to Unit/ located at 

Address City 

Home Phone No.: Work Phone No.: 

-----

Zip 

-----------

--===========----_-_-___________ _ 

SUBJECT BEING REQUESTED (Please describe In detail, include materials and colors used as well as 
size): 

• Name of Company Perfonning Work

Please include the following: 

Pre-Approval - Step One 

• Certificate of Insurance with KW Property Management and
Royal Greens named as an additionally insured.

• Copy of the Occupational License
• Permits - Where Applicable

• Drawings of improvements showing areas to be modified
• Specs sheet of sound barrier that will be used

Please submit the following for commencement of project - Step Two 
• Proof of purchase of the materials you will be installing
• 2" X 2" square piece sample of the sound barrier being installed
• Once step one & two are approved, the installation can start

Please provide the following for Final Approval to be granted - Step three & Final 
• Project start date/Installment Date

• Pictures of all rooms with sound barrier laid down. (please note: materials name should be visible in pictures)

•• Any expense incurred due lo City/County code changes will be the responsibility of applicant.

**Flooring - each unit owner who elects to install any portion of their unit with hard surface flooring materials 
{marble, wood, laminate, Vinyl and tile) shall first be required to install an approved sound underlayment material 
with below specs: 
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Minimum Acceptable Data Sheet 

Thickness 
90ml 

* ICC • STC
68db 72db 

• ICC Impact Insulation Class
• STC Sound Transmission Class
• db Decibel * Testing perfonned by ASTM E 90-02 Code

Recommended Sound Control Membrane: 

The BOD recommends Proflex 90ml Mega Sound Control Membrane 

Bathroom Remodeling: 
Minimum Acceptable Data Sheet 

Cement board of 4'X8' or J'XS' with ½-inch thickness 

Recommended waterproofing membrane: 

The board recommends the DUROCK Brand Cement board 

Please include the following: 

• Name of Company Perfonning Work
Pre-Approval - Step One 

• Certificate of Insurance with KW Property Management and
Royal Greens named as an additionally insured.

• Copy of the Occupational License

• Permits - Where Applicable
• Drawings of improvements showing the bathroom(s) areas to be modified

Please submit the following for commencement of project - Step Two 
• Proof of purchase of the materials you will be installing

• Specs of the material/waterproofing membrane being installed
• Once step one & two are approved, the installation can start

Please provide the following for Final Approval to be granted - Step three & Final 
• Project start date/Installment Date

• Pictures of materials installed

Minimum Acceptable Data Sheet: 

Window Replacement 

• All windows that are currently being manufactured/Installed, will need written confirmation from the window
manufacturer that the window will fit 100% in the same areas as the one that is being removed. There will be zero
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shrinkage to the window size that is currently in place. To be clear, the window size in reference is the structural 
window opening that was created when the buildings were originally build. 

• RG contractor will not frame a downsized window(s}.

• Any window(s) that do not fit 100% in the current opening will not be installed.

Window replacement of wood framed structures 

The Florida Building code requires all windows and doors that are removed and replaced to be brought up to current 
specifications for hurricane protection as well as Energy Conservation. These codes can be found at floridabuilding.org 
which is a website ran by the Florida Department of Business and Professional Regulation (DBPR}. 

FLORIDA EXISTING BUILDING CODE 
CHAPTER 6 - REP AIRS 

602.2 New and replacement materials. 

Except as otherwise required or pennitted by this code, materials permitted by the applicable code for new construction 
shall be used. Like materials shall be permitted for repairs and alterations, provided no dangerous or unsafe condition, as 
defined in Chapter 2, is created. Hazardous materials, such as asbestos and lead-based paint, shall not be used where the 
code for new construction would not permit their use in buildings of similar occupancy, purpose and location. 

CHAPTER 4 - COMMERCIAL ENERGY EFFICIENCY 

SECTION C402 
BUILDING ENVELOPE REQUIREMENTS 

C402. l. l Insulation and fenestration criteria. 

The building thennal envelope shall meet the requirements of Tables C402.2 and C402.3 based on the climate zone specified 
in Chapter 3. Commercial buildings or portions of commercial buildings enclosing Group R occupancies shall use the R­
values from the "Group R" column of Table C402.2. Commercial buildings or portions of commercial buildings enclosing 
occupancies other than Group R shall use the R-values from the "All other" column of Table C402.2. Buildings with a 
vertical fenestration area or skylight area that exceeds that allowed in Table C402.3 shall comply with the building envelope 
provisions of ANSI/ ASHRAE/IESNA 90. l .  

The table C402.2 reads U-Factor is .65 and SHGC is .25 

A low-e coating will be what directly affects the SHGC number on a window. Unfortunately, low-e can come in a variety 
of styles and colors. The most common low-e coating that almost all manufactures offer will have a slight greenish hue to 
the glass, and is the one that most naturally reflects a "clear" glass appearance. Otherwise other low-e coatings that are blue, 
grey or other colors can still be used if a specific color is not mentioned. 

Lastly, wood framed structures should be using fin windows as opposed to flange windows for proper water infiltration 
resistance. This would require the removal of stucco around the windows, the old fin window removed, and the new fin 
window replaced, then the stucco replaced after the installation is completed. Using a flange window will not keep water 
out for more than the lifespan of the perimeter sealant used, usually less than 5 years depending on exposure to the elements. 
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Please include the following: 

• Name of Company Perfonning Work
Pre-Approval - Step One 

• Certificate of Insurance with KW Property Management and
Royal Greens named as an additionally insured.

• Copy of the Occupational License
• Permits - Where Applicable
• Drawings ofimprovements showing the areas to be modified

Please submit the following for commencement of project - Step Two 
• Proof of purchase of the materials you will be installing
• Specs of the material/Pennit

Please provide the following for Final Approval to be granted - Step three & Final 
• Project start date/Installment Date
• Pictures of materials installed
• Finalized and Approved Window Pennit/Inspections
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2024-12 ARC Application 

Electronic Doorbells 

In accordance with the Resolution of the Board of Directors Adopting Rules and Regulations Regarding 
Installation of Electronic Doorbells dated December 14, 2023, electronic doorbells (Ring, Blink, and all 
others) may only be installed on the exterior of the Owner’s building in the following locations: 

Proposed Location 
(check one) 

Building No. Location of Entry Location of Device 

 3, 4, 11 and 6 Right Side of 
Building 

No more than two inches (2”) from 
outside wall to entry door 

 3, 4, 11 and 6 Any Other Location No more than two inches (2”) from 
the outside wall to entry door 

 1, 5, 8, 9, 10 and 12 Right Side of 
Building 

No more than six inches (6”) from 
outside wall to entry door 

 2, 7 and 13 All Locations No more than ten inches (10”) from 
the outside wall to entry door 

 

Please include the following: 

Pre-Approval – Step One 

• Name of company which will install device – if Owner-installed, please state 
• Certificate of Insurance with KW Property Management and Royal Greens named as an 

additionally insured 
• Copy of Occupational License 
• Photograph of front of exterior showing door and proposed location of device 

 
Please submit the following for commencement of project – Step Two 

 
• Proof of purchase of device 
• Project start date/installation date 

 
Please submit the following for Final Approval to be granted – Step Three and Final 

 
• Photograph of door with device installed where proposed 

 
 



2024-12 ARC Application 

Architectural Review Committee Application Acknowledgment 

I/We hereby submit an application to the Architectural Review Committee (ARC) and/or the Board of 
Directors for the approval of the described project. I/We understand and agree to the following: 

1. Approval Before Work Commences:
Approval of this request must be granted in writing by the ARC and/or Board of Directors
before any work begins.

2. Non-Compliance Consequences:
If the project is initiated without prior approval, I/We acknowledge that the item may need to
be removed at our own expense.

3. Adherence to Approved Plans:
This request is approved as presented to the ARC/Board of Directors. Any deviations or
changes to the project will not be accepted without prior written approval from the ARC.

4. Processing Timeframe:
I/We understand that the ARC has up to 30 days to review and approve this request.

By submitting this application, I/We agree to comply with the terms outlined above. 

__________________________________________________________________ 
Signature of Applicant 

Please return form and all information to the address below: 

Attn: Property Manager 
11501 Villa Grand 

Fort Myers, Fl. 33913 
Royalgreensadmin@kwpmc.com 

The above request for modification to Unit# _______ has been: 

( ) DISAPPROVED ( ) APPROVED ( ) APPROVED WITH CHANGES OUTLINED IN LETTER 

DATE: _________ CHAIRPERSON ARC: _____________ _ 
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